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Amendment to the Claims 

The following listing of ciaims, if entered, will replace all prior versions and listings of 
claims in the application. 

Listing of Claims 

1-20. (Canceled). 

21. (Currently Amended) A data interface, comprising: 

an enclosure having at least one jack, the enclosure being configured for mounting within a wail 
cavity such that, after the enclosure is mounted within the wall cavity, the at least one jack is accessible 
from outside the wall: 

a user-side communication interface within the enclosure for connection to a personal data device 
over at least one wired communication connection via the at least one jack and for connection to the 
personal data device over at least one wireless communication connection; 

an infrastructure-side communication interface within the enclosure for connection to a plurality of 
computer resources, the infrastructure-side communication interface being communicably coupled to the 
user-side communication interface, such that the personal data device can communicate through the 
user-side communication interface and the infrastructure-side communication interface to at least one of 
the plurality of computer resources; and 

a data interface management processor within the enclosure and coupled to the user-side 
communication interface and the infrastructure-side communication interface and operative to provide 
information that is useful for a user to the personal data device about at least one of the wired and 
wireless communication connections between the personal data device and the user-side communication 
interface , said information provided in a form handled by the personal data device to communicatively 
inform said user sufficiently to enable a t Jeast dJagnose.,of. said at least one of the wired and wireless 
communication connections . 

22. (Previously Presented) The data interface of ciaim 21, wherein the information about the at least 
one of the wired and wireless communication connections comprises status information about the wired 
communication connection and the wireless communication connection between the personal 
communication device and the user-side communications interface. 

23. (Previously Presented) The data interface of ciaim 21, wherein the information about the at least 
one of the wired and wireless communication connects comprises at least one suggested corrective action 
that can be taken by a user of the personal data device to correct a problem detected by the data interface 
management processor in at least one the wired and wireless communication connections. 
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24. (Previously Presented) The data interface of claim 21, wherein the information about the at least 
one of the wired and wireless communication connections comprises information about at least one error 
in at least one of the wired and wireless communication connections. 

25. (Previously Presented) The data interface of claim 21, wherein the information about the at least 
one of the wired and wireless communication connections comprises information about at least one 
corrective action that has been taken to correct a problem in at least one of the wired and wireless 
communication connections, 

26. (Previously Presented) The data interface of claim 21, wherein the data interface management 
processor is further operative to provide information to the personal data device about a communication 
connection between the infrastructure-side communication interface and at least one of the plurality of 
computer resources. 

27. (Previously Presented) The data interface of claim 26, wherein the information about the 
communication connection between the infrastructure-side communication interface and the at least one 
computer resource comprises status information about the communication connection between the 
infrastructure-side communication interface and the at least one computer resource, 

28. (Previously Presented) The data interface of claim 26, wherein the information about the 
communication connection between the infrastructure-side communication interface and the at least one 
computer resource comprises information about at least one error in the communication connection 
between the infrastructure-side communication interface and the at least one computer resource. 

29. (Previously Presented) The data interface of claim 27, wherein the information about the 
communication connection between the infrastructure-side communication interface and the at least one 
computer resource comprises information about at least one corrective action that has been taken to 
correct a problem in the communication connection between the infrastructure-side communication 
interface and the at least one computer resource. 

30. (Previously Presented) The data interface of claim 27, wherein the information about the 
communication connection between the infrastructure-side communication interface and the at least one 
computer resource comprises an estimated time by which an error in the communication connection 
between the infrastructure-side communication interface and the at least one computer resource will be 
corrected, 

31. (Previously Presented) The data interface of claim 21, wherein the data interface management 
processor is further operative to provide information to the personal data device about sen/ices available 
from the plurality of computer resources. 



